
Accessories required for testing:

• Sodium chloride salt

• Distilled water

• M.S. panels

• Knife or stencils for X-CUT corrosion test

• Wax and gum tape for masking

• Compressor

Package Includes:

Salt spray cabinet, measuring cylinder,funnel, 

hose clamp,  manual and calibration certificate. 

Ordering Informations:

Ref No. 223/1  Salt spray cabinet, (capacity 34 ltr)

Ref No. 223/2  Salt spray cabinet, (capacity 70 ltr)

Ref No. 223/3  Salt spray cabinet, (capacity 105 ltr)

Ref No .223/4  Salt spray cabinet, (capacity 200 ltr)

 90248099HSN Code:

31

Corrosion

Salt Spray Cabinet is made according to ASTM B 117 and very useful for conducting the salt spray test according to 
ASTM B 117. It comprises FRP Double wall chamber, PU painted outer surface with built in salt solution and water 
reservoir in form of tank for humidification system. Automatic water level restoring system & temperature controlled 
water heater is given to the equipment. Main fog Spray Nozzle made of SS 316 L Grade is installed which is  suitable 
for ASTM Tests.Pressure Regulator & Pressure gauge for Nozzle Air Pressure is provided to the instrument. 
Digital Time Totalizer, Digital temperature controller  Relative Humidity (RH) Range : 0 to 100% and digital pH 
Indicator is provided to the control panel. Dome Lifting Control with Buzzer, Air pressure Low Indicator Buzzer and 
Auto Filling Humidifier Tank is optional. Sample hanging rod & panel rack holder is given  for conducting the test. 
ASTM B117 based salt spray cabinet is very useful in paint and coating industry, pipe, steel, automobile, testing 
laboratories etc

Standard: ASTM B -117

Raj Make

Salt Spray Chamber

Technical Specifications:

Chamber Temperature  : 35 ± 2°C.
Humidity Temperature  : 45 ± 2°C
pH Value   :  6.5 to 7.2
RH Value                      :  95 ± 3 % 
Salt Solution Tank  :  60 ltr (In built capacity)
Fog Collocation   :  1 to 2 ml / hr.

₂
Air Pressure   :  0.7 to 1.7 kg/cm ( i.e 12 - 16 psi)

It is available in different size and dimension

Ref No.

225/1

225/2

225/3

225/4

225/5

225/6

Chamber Size
(L x W x H) mm

Capacity 
(litres)

Numbers 
of  panel 

450 x 450 x 500

600 x 600 x 550

1000 x 700 x 600

1000 x 1000 x 600

1500 x 1000 x 600

1800 x 1000 x 1000

100

200

400

600

800

1000

16

30

50

70

100

120
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